(G&T 45°MERGE

CONVEYOR COMPANY INC. : %9DJJDJH +DQGOLQJ 6\VWHP '"HVLIJQ (QJLQHH

G&T's 45 degree merge conveyors are designed to provide accurate timing and
precise merging of bags from one conveyor line to another.
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Technical Specifications and General Descriptions
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Characteristics

Width (Overall) Variable

Length (Overall) Variable

Length at Centerline Variable

Height Variable

Sideguard Heights 9in., 12in.and 21 in.

Weight 1400 Ibs.

Bed Width (BG) Variable (common sizes 27,33,37,39,49 and 57 in.)

Bed Material 11 ga. hot-rolled steel

Sideguard Material 11 ga. hot-rolled steel

Belt Width Variable (3 in. less than BG)

Belt Length Variable

Belt Material Black, PVC 150 PIW, FSXFS

Belt Speed Variable

Drive Motor 3 HP electric clutch/brake, 3 phase, 460 V, 60 Hz, TEFC

Reducer Type Per customer specification

Drive Belt Type As required

Drive Pulley 8.75 in. diameter apex or trapezoidal pulley available

Snub Pulley 4 in. diameter

Take-Up Pulley 4 in. diameter apex pulley with rubber lagging. Trapezoidal pulley optional.

End Pulley Variable 4 in. diameter apex pulley with rubber lagging. Trapezoidal pulley optional.

Pulley Shaft Sizes 1.438 in. diameter, 1045 A.1.S.1. cold-rolled steel ground and polished 1.688 in.
diameter, 1045 A.1.S.1. cold-rolled steel ground and polished.

Merge Direction Left or right available

Transition 2 in. drop in height to special 76.75 in. merge receiving bed

Features and Benefits

m Superior Quality
m Extremely Reliable
m Easily Maintained

m High Capacity
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